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provi de some guidelines for generally accepted conpliance nethods that may be

included in the preparation of a conpliance plan for Part 70 sources required to conpl ete FORVS

CD-02 and CD-03.

This information may al so be usefu

for sources applying for FESCP permts in

under st andi ng what may be required to determ ne conpliance.

A.  RECORD KEEPI NG AND MONI TORI NG GUI DELI NES
The follow ng table shows generally acceptable record keeping and nonitoring practices for certain

types of air pollution control equipment.

These gui delines represent a nini mum st andar d.

Pol | uti on
Cont r ol
Equi pmrent Type

Moni t ori ng

Record keepi ng

Baghouse
(Fabric Filter

Pressure Drop

-Record pressure drop at |east once
every cal endar day when in operation.
-Record corrective action taken when
pressure drop or opacity readings
indicate there is a problem This

i ncl udes recordi ng when each bag is
repl aced.

(Electrostatic
Precipitator)

vol t age

-Primary and secondary
current

-Sparking rate

-Nurmber of fields on |line

Cycl one/ -Pressure Drop; and -Record pressure drop, |eve
Rot ocl one -Level indicator readings i ndi cator readi ng, and water pressure
(if applicable) at | east once every cal endar day when
-Water pressure for in operation
rot ocl ones only -Record corrective action taken when
pressure drop, |evel indicator
readi ngs or opacity readings indicate
there is a problem
ESP -Primary and secondary -Record each paranmeter at |east once

every cal endar day when in operation.
-Record corrective action taken when
noni t ored paraneters indicate that
there is a problem

Wet Scrubber

-Pressure drop across the
absorber and dem ster in
i nches of water

-Additive concentration,
i f applicable

-pH of liquid, if
applicabl e

-liquid flow rate in gpm

-Record each paraneter at | east once
every cal endar day when in operation.
-Record corrective action taken when
nmoni t ored paraneters indicate that
there is a problem

Ther mal
Oxi di zer

- Conmbustion tenp.; or
-Inlet tenperature and
outlet tenperature

- Conti nuous hard copy readout; or

- Manual readings every 15 minutes
when in operation.

-Record corrective action taken when
combustion tenperature/inlet and
outl et tenperature indicate(s) that
there is a problem
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Pol [ uti on Moni t ori ng Record keepi ng
Cont r ol
Equi pmrent Type
Catal ytic -Inlet tenperature and - Conti nuous hard copy readout of
Oxi di zer Qutl et tenperature across t enperatures; or
t he bed - Manual readings every 15 minutes
when in operation.
-Record the quarterly results of the
catal yst reactivity testing and any
corrective action taken as a result
of the testing.
-Record corrective action taken when
tenperatures indicate that there is a
probl em
Adsor ber -Operational tenperature, -Record tenperature once at | east
where appropriate once every cal endar day when in
- Amount of sol vent operation
adsor bed; or -Record each tine the adsorber is
- VOC br eakt hr ough noni tor cl eaned or repl aced.
-Record the results for the
adsorbability and retentivity tests
every quarter.
- Measure and record sol vent adsor bed
nmonthly. If the adsorber fills up or
is used up nore frequently than once
a nmonth, you nust propose a nore
frequent, nore appropriate schedul e
in your pernmt application
-Record all alarms fromthe VOC
br eakt hrough nonitor and the
resulting corrective action
vall Filter -Condition of the filters -Inspect the filters at |east once
(alignment, saturation, every cal endar day when in operation.
tears, holes, etc.) Record the condition of the filters
and the corrective action taken.
No Contr ol -There are no specific -In nost cases, daily record keeping
Equi pnent gui del i nes for paraneters (for each day of operation) is
to monitor if you will use sufficient. You nust propose in your
a process change* to permt application what the record
control em ssions or if keepi ng frequency will be for each
you do not have any par ameter you propose to nonitor
control equi pment, because -In all cases you nust record
these situations exist for corrective action taken when
such a variety of noni tored paraneters indicate that
pol | utants and process there is a problem
types. You nust propose
in your pernmit application
what these paraneters wl |
be.
*Note: If you intend on using a process change to control em ssions, the change may be classified

as an alternative operating scenario.
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B. Performance Testing Cuidelines

Performance tests includes Continuous Em ssion Monitoring Relative Accuracy tests as
well as traditional "stack" tests. Any information used in the pernmit application
derived froma performance test may only be used if all requirenments of the performance
test rule are conplied with. Performance tests conducted solely as engineering tests
may not be used for other purposes. All performance testing nust be conducted in
accordance with applicable air quality requirenments. Any performance testing that is
done al so nmust adhere to 326 | AC 3-2.1, including the follow ng specific requirenents:

1. A 35 day witten notification, which includes a conplete test plan and the
proposed test date, is required by rule and nust be submtted to the Supervisor
Conpl i ance Data Secti on.

2. If a 35 day notification is not given and no witten authorization for a shorter
notification period exists fromthe appropriate staff, test results will be
rej ect ed.

3. Test plans nmust contain all information required by 326 | AC 3-2.1. Test plan

formats are available fromthe IDEM Ofice of Air Managenent for the traditiona
performance "stack" tests as well as the CEM Rel ative Accuracy perfornmance tests.

4, I nconpl ete test plan submittals are not acceptable. The rejection, or
nodi fication required of a test plan will be made in witing or by tel ephone to
the permttee.

5. One hard copy of the performance test report nust be submitted to the Supervisor
Conpl i ance Data Section within 45 days of the test date.

6. Certifications by testing conpany staff as well as the permittee are required for

all performance tests.

A two (2) week notification confirm ng the actual test date.

8. Tests shall be conducted while the facility or related facilities are operating
at 95% 100% of permtted operating capacity.

~
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C. Reporting CGuidelines

Quarterly Reporting Requirenents:

Coal Sanpling & Analysis

For continuous emi ssion nmonitors: excess em ssion and downtinme reporting in
accordance with 326 I AC 3-1.1-1

Reporting all deviations fromany permt condition that occurred while you
oper at ed.

Seni - Annual Reporting Requirenents:

Summary of nonitoring activities

Reports required by pernmit, including identification of deviations from any
permt condition

Conpl i ance schedul e progress reports

Annual Reporting Requirenents:

! Conpl i ance certification

1 Annual em ssi on statenent



